ENVIRONMENTAL DESIGN ELEMENTS:

Y ctp il

exhals

?"“ﬂ%f?
nterior
> i %oolgrwhlﬁ;cﬁ o0
Al - Dhotovoltar
- ABs. il
ol pisiiss e
% e \| LBl ggzgﬁ.“‘:“w‘\\\ J
2 WA LY AW RN
N fé:::::‘::.::(“"\“‘gtge“‘“ .“.;‘“‘
/\\?\2\.3 fzgozz.ﬁbzz: ‘.\\/“ ’Q’—’“‘:“::o
N B L AR PR
IS ety
K § N \s{za,q,g,; R
NSNS, >
MY

s
=/

——q

rainwater cisters

3

Wnder sfmdu(_
gm{c’emmf 5 i
5] S fi /4
- Trees eroyitie \ / ¢ |
A AL
P untl!!ﬁ‘.«*‘.‘{ [ bt o
flm_fﬂ‘n Zgﬁﬁi ‘m“{‘WI“, chemials d
isfribufe ufilifi ‘[ﬂ %51 W 1
o :::birf )
jerted
solar colle {awwh‘ag(-ﬁn / %can(shsmr?hh
for }éw or, W”‘Z"' fpdd
low Dd«fO{i‘e rcﬁiqrmb o o o Tote
Kbk i $0
agm%s;{;%r i / g”u%e - n;?p/dwﬁvm
IMJ ' | TR e/ ,;r- {2 (
TR N St
Lqr% wntilation 5 = ~ Slar oven
(ow polfage i
* haut minor
Q(ﬂuﬂjm o wall -
mﬁj rv';t‘ljgéﬁvm
"—
i Efﬁ newsprint

Oern{or min-
dater Storade
ey

floor Files

Qlass (recycied )& Sa
E%%ﬁﬂ%gwr
dwro

T
. plastie

fgvftemfes




Wind Power. The wind farm in the San
Gorgonio Mountain pass provides enough
electricity for Palm Springs and the entire
Coachella Valley. Each of the 4,000
windmills produces 300 kilowatts of power by
transforming the kinetic energy of the wind
into mechanical or electrical energy. The
windmills require an average wind speed of
at least 13 mph. The largest stands 150 feet
tall, weighs 45,000 pounds, and costs
approximately $300,000.

Sun Path. The sun rises in the east and [

sets in the west. The south side of the [Poleof

building receives the most sun, with the EESb
north wall not receiving direct sunlight. SN
In the summer, the sun’s path is longest,
and so are the days. In the winter, the
sun’s path 1is shortest, and so are the

days. it Sl AR B S Sl S
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Rainwater Harvesting & Greywater Systems
Rainwater that lands on a home’s roof 1is
collected in roof gutters and downspouts that
divert the water to filtration device before
it arrives 1in a <cistern, which 1is located
either above or below ground. The stored water
can be pressurized and piped to an irrigation
system for landscaping. In an approved
greywater system, water used Dby <clothes
washers and Dbathroom sinks and showers is
diverted through a filtering system and
reclaimed for landscape irrigation.

Recycled Materials. The best CARDBOARD CONCRETE WOOD

way to reduce the energy g

used for production of S

construction materials and Loose Cardboard — Pallet Scrap
. . Mixed Aggregate Waste Metal

the negative impact waste § 3 3 3

disposal has on the .

environment is to re-use . ‘ m g

, Baled

more and recycle everything 3 Crushed Sorted & Densified Ground & Dyed

possible. Recycled-content ¥ 3 3

materials such as roofing, h By ==

gypsum board, siding, and Baled Cardboard =i bt -

even paint are readily 3 Crushed Stone Metal Logs Mulch

available. "_ 4 g

Composting is the process of y g ﬂ

speeding up the decaying of =k & New Metal Materials s

organic matter for wuse as New Cardboard Rier Concrate

garden soil.



